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ELKON MOBILE MASTER - 30 EAGLE  

FULLY AUTOMATIC MOBILE CONCRETE BATCHING PLANT 
 

 
 

Working Position of ELKON MOBILE MASTER-30 EAGLE  
Fully Automatic Mobile Concrete Batching Plant with 50 tons cement silo 

 

 

 

Elkon Mobile Master Series Batching Plants are not only the result of advanced technology and 
engineering skills but they are also new generation Batching Plants. It is only possible to fit all units of the 
Batching Plant to a limited area by extensive RE&DE work, experience and accurate production facilities.  
 
           Elkon Mobile Master Series Batching Plants can go thousands of kilometers on its own axle with a 
single towing vehicle for instance a trailer. ELKON MOBILE MASTER-30 EAGLE Mobile Concrete Batching 
Plant is the new generation concrete batching plant with its advantages comparing to other concrete 
batching plants: 
 

 Compact design 

 Easy installation and start-up 

 Less foundation costs 

 Fully automatic robust control system 

 Reliable units (Siemens, WAM, Telemecanique, Beckhoff, Jotun, Pirelli etc.) 

 Technologic and high quality production 

 Inconfirmity with GOST-R, UkrSEPRO and European Norms 
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TECHNICAL SPECIFICATIONS 
 

1. AGGREGATE SILO 

 /ŀǇŀŎƛǘȅ Υ пȄмлҐпл Ƴш  

 Welded and bolted construction 

 4 compartments 

 suitable for storage 4 different types aggregate 

 4 group electro-pneumatically operated 
discharge gates. 

 Two different compartments will equipped with 
2 units different vibrators. 

 Aggregate silo panels are formed in very special 
mould to give high durability. 

 

 

2. AGGREGATE WEIGHT BATCHER AND TRANSFER CONVEYOR 

 

 Weighing capacity : 0-1500 kg       

 In order to provide accurate weighing of the 
materials, weight system equipped with 4 load 
cells. 

 Aggregate weight batcher will be equipped with 1 
unit vibrator. 

 Belt Quality: 1нр ƪƎκŎƳ ч ƭƻŀŘ ǘǊŀƴǎŦŜǊ ŎŀǇŀŎƛǘȅΣ 
10 mm total thickness, 4/2 coating, 4 multi layer 
linen cord. (chevron belt)           
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3. ELKON PAN MIXER ( 750/500 l.) 

 
 

 

 Model : EPM  750/500 

 Type: Elkon Pan Mixer  

 Dry Filling Capacity: 750 liter 

 Vibrated Concrete Capacity: 500 liter 

 /ŀǇŀŎƛǘȅ Υ лΦр Ƴш ǾƛōǊŀǘŜŘ ŎƻƴŎǊŜǘŜκŎƘŀǊƎŜ 

 Mixer body welded steel construction. 

 Linings (bottom and lateral) of pan mixer are 
special wear resistant 3990 Mn alloyed ST-52, 
replaceable linings. 

 Rotor is equipped with mixing arms which have 
security mechanism with springs. 

 Mixing Paddle: 7 units (Mn alloyed cast steel ) 

 Inner Lateral Scraper: 1 unit 

 Outer Lateral Scraper : 1 unit 

 Wide mixer cleaning and maintenance gate with 
dust sealing. 

 Discharge: Electropneumatically operated, 
ŎƻƴǘǊƻƭƭŜŘ ŦǊƻƳ ƻǇŜǊŀǘƻǊΩǎ ŎŀōƛƴΦ 

 Mixer has maintenance gates and observing gate 
on it. 

 There is a security system (for preventing 
accidents) which stops operation when 
maintenance gates will be opened. 

 

4. CEMENT WEIGHT BATCHER 

 Weighing capacity : 0-300 kg 

 Equipped with  2 load cells 

 Discharge : 2 units electro-pneumatically 
operated butterfly valve 

 Cement screw automatic warning system on the 
discharge gate 

 Equipped with 1 vibrator. 
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5. WATER WEIGHT BATCHER 

 Weighing capacity : 0-200 kg 

 Equipped with load cell 

 Loading of the water to the batcher is performed 
electro pneumatically controlled valve. 

 Discharge: Electro-pneumatically operated 
butterfly valve. 

 Water weight batcher is completely galvanized. 

 System consists of required water connections, 
pipes, valves and fittings. 

 

 

6. ADDITIVE WEIGHT BATCHER 

 

 

 Weighing capacity: 2x25 l. 

 Equipped with load cell 

 Loading of the additives to the batcher is 
performed by 2 units additive pumps. 

 Discharge: Electro-pneumatically operated Elkon 
design special type discharge gate. 

 Additive weight batcher is completely 
galvanized. 

 Additive weight batchers are equipped with 
cleaning system. 

 

7. COMPRESSED AIR PLANT 

 Brand: HERTZ 

 System consists of compressor, pneumatic 
cylinders, valves, air conditioners, hoses for 
compressed air. 

 Pneumatic pipeline for connection different 
utilization points 

 Technical details of the compressor 

 Suction capacity: 1013 l./min. 

 Motor power : 5,5 kW 

 Tank capacity : 500 lt 
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8. SUPPORTING CONSTRUCTION 

 

 Supporting structures for pan mixer, all batchers, 
ladders and platforms. 

 The platform makes possible to access every 
point of the mixer and discharge points of the 
weight batcher, loading points, load cell hang 
points, transfer conveyor and drive system. 

 All parapets and ladders are galvanized. 

 Special corrosion resistant JOTUN-NORWAY 
paints.    

 Has all necessary equipments for transportation 
by use of tow truck  

 1 units axle, 4 units tire + 1 unit spare tire , 
lighting system, king pin etc.  

 

фΦ ht9w!¢hwΩ{ /!.LbΣ /hb¢wh[ t!b9[ ŀƴŘ 9[9/¢whbL/ ²9LDILbD {¸{¢9a 

 Plant will be controlled from operator cabin which 
has wide view possibility. 

 There is a control panel in the operator cabin. 

 Soft starter of the mixer, all contactors of the 
motors, TMS, relays and soft starter for the mixer 
are SIEMENS-GERMANY brand. 

 Power board has lighting facility and provides 
protection according European Norms. 

 Cables are Pirelli-ITALY brand. In order to provide 
easy maintenance all cables and parts are 
numerated. 

 Automatic control is performed by means of 
industrial controller - SIEMENS PLC and SIEMENS 
Touch -GERMANY operator panel.  

 Buttons and switches are Telemecanique 
(Schneider)-FRANCE brand. 

 Fully automatic and manual operation of the 
system is possible from the control panel. 

 The working of plant can be observed from the 
diagram on the control panel. 

 Weighing of aggregate, cement, water and 
additive can be observed from the indicators 
(ASAHI-JAPAN) which are equipped on the 
control panel. 

 Operator cabin will be equipped with 4 season air 
conditioner. 

 Control cabin can be folded into construction 
during transportation. 

 Batching plant computer is controlled by a PLC 
unit. The system provides full automatic control. 

 
 

 


